. SDS DRILL BITS - CARBIDE TIP
ﬁf\v C

Sizes

H H H H Useable Total Part
Carblde Tlp Drl" Blts Dia. X Length X Length Number
Special tungsten carbide tips with gz X 2 X UL AD219
i 5/32 X 4 X 61/2 AD220

130° tip angles. To take on hardest

hitting rotary hammers. To wear 3/16 x 2 X 4112 AD104
down toughest aggregate 36 X ! X o AD215
g gg g " 3/16 X 7 X 91/2 AD221

3/16 X 9 X 111/2 AD216

3/16 X 13 X 16 AD260

7/32 X 4 X 6 1/4 AD236

7132 X 7 X 91/2 AD237

SDS DRIVE 7132 X 9 X 111/2 AD238

7132 X 13 X 16 AD265

1/4 X 2 X 41/2 AD105

1/4 X 4 X 6 1/4 AD106

1/4 X 6 X 81/2 AD218

1/4 X 9 X 111/2 AD183

1/4 X 13 X 16 AD270

5/16 X 4 X 61/4 AD107

5/16 X 6 X 81/2 AD108

5/16 X 10 X 12 1/2 AD222

3/8 X 4 X 6 1/4 AD109

3/8 X 8 X 10 1/2 AD110

3/8 X 10 X 12 1/2 AD111

3/8 X 15 1/2 X 18 AD112

3/8 X 19 1/2 X 22 AD239

7116 X 4 X 6 1/4 AD113

7/16 X 10 X 12 AD223

®

1/2 X 4 X 61/2 AD114

1/2 X 8 X 10 AD115

1/2 X 10 X 12 AD116

1/2 X 15 1/2 X 18 AD117

1/2 X 211/2 24 AD240

9/16 X 4 61/2 AD118

9/16 X 10 X 12 1/2 AD228

9/16 X 15 1/2 X 18 AD229

5/8 X 4 X 61/2 AD119

5/8 X 7 X 91/2 AD120

5/8 X 10 X 12 AD121

5/8 X 15 1/2 X 18 AD122

5/8 x 211/2 x 24 AD241

11/16 X 7 X 91/2 AD123

11/16 X 10 X 12 AD230

3/4 X 7 X 91/2 AD124

Do you need a straight 3/4 x 10 x 12 AD125

H H H H 3/4 151/2 18 AD126

shank carbide tip drill bit? X X

7/8 X 7 X 91/2 AD128

H H 7/8 X 10 X 12 AD129

We als_o stock a full line in 9 . 151 . b D130

many diameters and lengths

1 X 7 X 10 AD184

1 X 15-1/2 X 18 AD185

11/8 X 712 X 10 AD250

11/8 X 15 1/2 X 18 AD255

DISCLAIMER: All information is non-binding and without guarantee. Before using the Woducts, all specifications and calculations must be checked by a suitably qualified
person and local regulations must be observed. This document is subject to revision. We reserve the right to make technical changes. (0321-1)
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