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QUICK FACTSQUICK FACTS

Thread Types | Diameter
#10-14 (.185”)
#12-8 (.210”)
#14-10 (.240”)
 
Lengths  
3/4”, 1”, 1-1/2”, 2”, 2-1/2”, 3”

Point Types 
Type 17 milled point 

Drive Types
#10, #12: 1/4” (.250”) HWH
#14: 5/16” HWH

Sealing Washer  
EPDM Sealant
#10: 12mm O.D.
#12: 14mm O.D.
#14: 15mm O.D.

Materials
All sizes Carbon Steel 
#10-14: 304 Stainless Steel

*Finish   
TRI-SEAL® 1,000 hr salt spray 
coating

•	 Type 17 milled point 
eliminates splitting of wood 

•	 Fast installation and 
corrosion free performance

•	 HiLo Thread is designed 
to provide ultimate pullout 
resistance

•	 Penetrate up to 20ga (.036) 
steel

•	 *TRI-SEAL® formulated for 
treated lumber applications

•	 Zinc Head for Zinc/
Aluminum coated panels

•	 Assembled with EPDM 
bonded washer for 
exceptional weatherability

PANEL-TITE Metal-to-Wood 
fasteners are designed for fast 
installation and corrosion free 
performance. 

#10, #12, #14 METAL-TO-WOOD SCREWS
THE LARGEST SELECTION IN THE INDUSTRY

Use for Warranted Roofs, Walls and Trim

For standard roof, walls, & trim

Type 17 milled point eliminates splitting of wood and speeds 
up installation. The TRI-SEAL coating provides corrosion free 
performance.

When corrosion resistance isn’t optional 
 - it’s critcal!

For attaching Zinc/Alluminium coated steel

#10-14

#10-14#12-8

#10-14
HiLo Thread #14-10#12-8

Head Styles & Applications

Type 17 Milled Point

#10-14
HiLo Thread

#10-14 Type 17 Point - HiLo
	 • Carbon Steel / TRI-SEAL®

	 • Zinc Head / TRI-SEAL® Shank
	 • SS Cap / TRI-SEAL® Shank
	 • 304 SS / Passivated / TRI-SEAL®
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2.5” 2.5”

#14-10 Type 17 Point
	 • Carbon Steel / TRI-SEAL®

Carbon Steel w/TRI-SEAL
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Carbon Steel Zinc Head w/TRI-SEAL

304 Stainless Steel w/TRI-SEALCarbon Steel SS Cap w/TRI-SEAL

#12-8 Type 17 Point
	 • Carbon Steel / TRI-SEAL®

	 • SS Cap / TRI-SEAL® Shank



Specifically 
Formulated for 

Fasteners, Rivets, & 
Metal Closures

Abrasion Excellent

Alkalis Excellent

Humidity Excellent

Solvents Very Good

Acids Excellent

Color & Gloss  
Retention

Excellent

Salts Excellent

Weather Excellent

Finish: Gloss Enamel 85 units minimum at 
60 degrees Exterior Catalyst

Thickness: 1.6 - 2.0 mils
Adhesion: ASTM D 3359 

Excellent 
No peeling or removal

Impact Resistance: ASTM D 2794	
Good: > 10 in.lbs.

Abrasion Resistance: ASTM D 4060	
Good

Corrosion Resistance:   
Salt Spray - 1000 hrs (0% red rust) 
Kesternich - 30 cycles

SPRAYPAINT

Size Style/Finish Part #
Carton  

Qty.          

#10-14 x 1" HiLo/Carbon Steel 10100HWHL17CSTSBW 3000

#10-14 x 1-1/2" HiLo/Carbon Steel 10150HWHL17CSTSBW 2500

#10-14 x 2" HiLo/Carbon Steel 10200HWHL17CSTSBW 2,000

#10-14 x 2-1/2" HiLo/Carbon Steel 10250HWHL17CSTSBW 1,500

#10-14 x 3" HiLo/Carbon Steel 10300HWHL17CSTSBW 1,250

#10-14 x 1" HiLo/Zinc Head 10100HWHL17CSTSZH 2,500

#10-14 x 1-1/2" HiLo/Zinc Head 10150HWHL17CSTSZH 2,000

#10-14 x 1-1/2" HiLo/Zinc Head - Polar White 10150HWHL17CSTSZHPWH 2,000

#10-14 x 2" HiLo/Zinc Head 10200HWHL17CSTSZH 1,500

#10-14 x 2" HiLo/Zinc Head - Polar White 10200HWHL17CSTSZHPWH 1,500

#10-14 x 2-1/2" HiLo/Zinc Head 10250HWHL17CSTSZH 1,000

#10-14 x 3" HiLo/Zinc Head 10300HWHL17CSTSZH 1,000

#10-14 x 1" HiLo/304 Stainless 10100HWHL17S34BW 4,000

#10-14 x 1-1/2" HiLo/304 Stainless 10150HWHL17S34BW 2,500

#10-14 x 2" HiLo/304 Stainless 10200HWHL17S34BW 2,000

#10-14 x 2-1/2" HiLo/304 Stainless 10250HWHL17S34BW 1,500

#10-14 x 3" HiLo/304 Stainless 10300HWHL17S34BW 1,000

#10-14 x 4" HiLo/304 Stainless 10400HWHL17S34BW 1,000

#10-14 x 1" HiLo/304 Stainless Cap 10100HWHL17CSTSSC 4,000

#10-14 x 1-1/2" HiLo/304 Stainless Cap 10150HWHL17CSTSSC 2,500

#10-14 x 2" HiLo/304 Stainless Cap 10200HWHL17CSTSSC 2,000

#10-14 x 2-1/2" HiLo/304 Stainless Cap 10250HWHL17CSTSSC 1,500

#12-8 x 3/4" Carbon Steel 12075HW17CSTSBW 2,500

#12-8 x 1" Carbon Steel 12100HW17CSTSBW 2,500

#12-8 x 1-1/2" Carbon Steel 12150HW17CSTSBW 2,500

#12-8 x 2" Carbon Steel 12200HW17CSTSBW 2,000

#12-8 x 2-1/2" Carbon Steel 12250HW17CSTSBW 1,500

#12-8 x 1" 304 Stainless Cap 12100HW17CSTSSC 2,500

#12-8 x 1-1/2" 304 Stainless Cap 12150HW17CSTSSC 2,500

#12-8 x 2" 304 Stainless Cap 12200HW17CSTSSC 2,000

#12-8 x 2-1/2" 304 Stainless Cap 12250HW17CSTSSC 1,500

#14-10 x 1" Carbon Steel 14100HW17CSTSBW 2,000

#14-10 x 1-1/2" Carbon Steel 14150HW17CSTSBW 1,500

#14-10 x 2" Carbon Steel 14200HW17CSTSBW 1,000

#14-10 x 2-1/2" Carbon Steel 14250HW17CSTSBW 1,000

#14-10 x 3" Carbon Steel 14300HW17CSTSBW 750
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Specifications

Triangle Fastener offers our 
exclusive KALIDA-KOTE 
painting process, producing 
perfect color matched 
fasteners, rivets, and metal 
closure. 
We start by using a special 
formula polyurethane 
enamel with UV protection 
that is expertly color 
matched.
After spraying, we cure the 
finish by baking to produce a 
tough chip resistant finish 
assuring long-life. 
Kalida-Kote is compatible 
with Kynar paint finishes.


